




» Planning reliability: complete solution as D+H Euro SHEV 

 developed in accordance with DIN EN 12101-2 

» Unique bracket solutions for safe and time-saving 

 installation in or on window profi les

» The drive technology hidden in the window profi le meets 

 state-of-the-art design and functional demands

» High-speed function (-HS) for especially fast opening 

 of the windows in case of fi re

» Maintenance-free, corrosion-protected, hardened steel 

 chain with rigid backing and lifetime wax lubrication

» Stylish, high-quality aluminium housing: customised 

 powder coating available in all RAL colours

» Special decoupling: low operating noise of max. 

 35 dB(A), making it as quiet as a whisper

» Ventilation Noise Reduction (VNR) technology for even 

 quieter ventilation mode

» Extreme fl exibility and straightforward remote confi guration 

 of the functions on a PC using the D+H SCS software

» Simple installation and reduced costs thanks to short 

 cable lengths 

ACB
Live communication with the drive

Super quiet drive technology

» Less cable to be routed thanks to bi-directional bus communication between 

 D+H controllers and D+H drives using just one bus line

» Synchronous operation of multiple drives on one opening element 

 easy to implement

» Extension and retraction of the chain using precise control down to the millimetre 

» Quick and easy read-out of all status messages such as the opening stroke 

 in mm or %, end position OPEN or CLOSED, optional messages for connecting 

 closing edge protection, etc.  

» Direct integration into the BMS via open Modbus RTU protocol

» Virtual grouping allows up to 32 drives to be controlled on just one cable, 

 either as a group or separately, meaning reduced cabling and

 a more streamlined control panel system



PROJECT
REALISATION

The Henninger Tower is the tallest and 

most modern residential tower in Ger-

many. High-performance chain drives of 

the CDC Series open and close the 174 

sound-absorbing parallel projecting win-

dows in the Henninger Tower invisibly and 

effortlessly. A sophisticated ventilation 

system collects weather data, observes 

municipal requirements and also provides 

future tenants with the option of manual 

ventilation – simply, at the push of a but-

ton. D+H has created a customisable and 

cost-effective system solution for urban 

residential high-rise architecture.

Henninger Tower

Frankfurt, Germany 

Natural ventilation

CDC Series

VLD Series

VCD Series

© Christoph Kraneburg



VARIANTS
VARIETY

Stroke: 350 mm

Force of pressure: 250 N

Tensile force: 250 N / 150 N

W x H x D: 405 x 30 x 35 mm (24 V)

W x H x D: 545 x 30 x 35 mm (230 V)

 CDC-0252-0350-x-ACB*

Stroke: 500 mm

Force of pressure: 250 N

Tensile force: 250 N / 150 N **

W x H x D: 485 x 30 x 35 mm (24 V)

W x H x D: 625 x 30 x 35 mm (230 V)

 CDC-0252-0500-x-ACB*

Stroke: 500 mm

Force of pressure: 2 x 250 N

Tensile force: 2 x 250 N / 150 N **

W x H x D: 1265 x 30 x 35 mm (24 V)

 CDC-TW-0502-0500-1-ACB

Stroke: 600 mm

Force of pressure: 250 N

Tensile force: 250 N / 150 N **

W x H x D: 530 x 30 x 35 mm (24 V)

W x H x D: 670 x 30 x 35 mm (230 V)

 CDC-0252-0600-x-ACB*

Stroke: 800 mm

Force of pressure: 250 N

Tensile force: 250 N / 150 N **

W x H x D: 635 x 30 x 35 mm (24 V)

W x H x D: 775 x 30 x 35 mm (230 V)

 CDC-0252-0800-x-ACB*

Stroke: 800 mm

Force of pressure: 2 x 250 N

Tensile force: 2 x 250 N / 150 N **

W x H x D: 1265 x 30 x 35 mm (24 V)

 CDC-TW-0502-0800-1-ACB

The CDC-TW
One drive, twice the power 

The CDC-TW was specially developed for particularly wide and heavy façade windows, skylights and ventilation 

fl aps. Holding two drive chains in one housing, it provides twice the force of pressure and tensile force 

for uniform load distribution on the window sash.

*available as 24 V and 230 V version

**position-dependent

Subject to technical modifi cations.



DRIVE
INSTALLATION

Versatile installation solutions 
for even more window profi les

90° side-hung vent installation

The CDC is the most fl exible solution for all façade windows in cases where ventilation and smoke 

extraction drives are to be out of sight. Thanks to the profi le-specifi c bracket sets consisting of a 

frame bracket and sash bracket, the CDC is fast and easy to install in virtually every window – with-

out requiring additional work to adjust the fi tting. It is inconspicuously concealed in the window 

profi le, where it functions entirely unseen, moving bottom-hung, side-hung and parallel projecting 

windows. For natural ventilation with the highest standards for design and function. And if need be, 

the sleek CDC can also easily be surface-mounted.

In combination with the professional SHEV and ventilation drive 

of the CDC series featuring an 800 mm stroke, this D+H solution 

provides sideways window opening without the distraction of a 

chain spoiling the fi eld of view. A pneumatic spring ensures safe 

operation for inward- or outward-opening side-hung vents.



Fig.: Folding bracket
for side-hung vent

  System vendor

Aluprof® Raico®

AMS® Reynaers®

APA® Sapa®

Colt® Schüco®

Gutmann® Skandinaviska®

Heroal® Sommer®

Hueck® Sykon®

Jansen® Technal®

Navarra® Wicona®

Whether for wooden, aluminium or state-of-the-art plastic win-

dow frame profi les – the CDC Series drives can be used virtually 

anywhere thanks to their narrow design and a wide variety of 

bracket solutions. The CDC satisfi es the demand for state-of-

the-art window motor systems. See for yourself by trying the 

perfectly integrated and surface-mounted installation solutions 

for the following system vendors:

Simply more profi le
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D+H Mechatronic AG
Georg-Sasse-Strasse 28-32
22949 Ammersbek, Germany 

Tel:	 +49 40 60565 0
Fax:	 +49 40 60565 222
E-mail:	 info@dh-partner.com

Your D+H service and sales partner:


