
RA-V

GGU = +15mm

Für: / For: VELUX® GGL / GGU / GPL / GPU Einbauhinweise

Mounting Notes

a 1x Kettenantrieb*
b 1x Flügelkonsole
c 1x Konsolenstift
d 1x linke Konsole
e 1x rechte Konsole
f 2x Lagerschraube
g 6x Schraube 4,5x25*
h 2x Senkschraube 4,5x30*
i 1x Federstecker
j 2x Abdeckstopfen
* bauseits zu stellen

a 1x chain drive*
b 1x window wing bracket
c 1x bracket pin
d 1x left-hand bracket
e 1x right-hand bracket
f 2x screw type bearings
g 6x screws 4,5x25*
h 2x countersunk screw 4,5x30*
i 1x spring plug
j 2x covering stoppers
* provided by customer
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Vorbereitung / Preparation
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Nur / only: GGL / GGU

Originalanleitung
Original instructions

D+H Downloads

RA-V

Für KA 34 und KA 54 Kettentriebe an VELUX® Dachflächenfenstern.
Die Verwendbarkeit ist abhängig der Hublänge des Antriebes.
350mm Hub:
alle Fenstertypen ab Größe FK 04
500mm Hub:
alle Fenstertypen ab Größe MK 04
Hinweis:
Der Einbau ist nicht möglich bei dem Fenstertyp GTL und Schallschutz-
Fenstern Klasse 4.

For KA 34 and KA 54 chain drives on VELUX® roof windows.
Application is dependent on stroke length of drive.
350mm stroke:
for all window types starting from size FK 04
500mm stroke:
for all window types starting from size MK 04
Note:
Mounting is not possible with window type GTL and sound insulation 
windows class 4.
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Montage / Mounting
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4,5 x 30

Mitte Fensterflügel /
Middle of window wing

ca. 4mm Abstand zum Rahmen /
about 4 mm distance to frame

4,5 x 25
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GGL / GGU GPL / GPU


